
:: :: Bag F -Bag F - Step 2 Step 2

:: :: Bag F -Bag F - Step 3 Step 3

:: Bag F - Step 4
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Build x2 (right and left side)

Build x2 (right and left side)

Steering Turnbuckle

Front Camber Turnbuckle

9mm

4.2mm

5.1mm

x2x2

x2x2

21766
Rod end

21766
Rod end

21763
Turnbuckle

14mm

21763
Turnbuckle

10mm

Build x2 (right and left side)

x2x221766
Rod end

21763
Turnbuckle

10mm

Rear Camber Turnbuckle



:: :: Bag G -Bag G - Step 1 Step 1

:: :: Bag G -Bag G - Step 2 Step 2

:: :: Bag G -Bag G - Step 3 Step 3
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Note:
Remove spurs

!

Build x2 front shocks

Build x2 front shocks

Build x2 rear shocks

Build x2 rear shocks

21758
Shock 

shaft, front

21758
Shock 

piston, front

21759
Shock 

shaft, rear

21759
Shock 

piston, rear

21759
Shock 

e-clip, rear

21759
Shock 
limiter,
3x1mm

21758
Shock 

e-clip, front

21758
Shock 

body, front

21759
Shock 

body, rear

SHOCK

 FLUID 

#5431 55K

SHOCK

 FLUID 

#5431 55K

SHOCK

 FLUID 

#5431 55K
SHOCK

 FLUID 

#5431 55K

x2x221758
O-rings,

front

x2x2

21758
Bottom nut,

front

21759
Bottom nut,

rear

21759
O-rings,

rear

Step 1-3 Step 3-4 Step 5-6 Step 7 Step 7

21758
Shock cap, 

front

21758
Shock cap 

o-ring,
front

21759
Shock cap 

o-ring,
rear

21759
Shock cap, 

rear

SHOCK FLUID 
#5431 55K

SHOCK

 FLUID 

#5431 55K

* Shock Bleeding Steps:

1.   Pull shock shaft down.
2.  Fill shock body 3/4 full with silicone fl uid.
3.  Slowly move the shock shaft up and 
       down to remove air from under piston.
4.  Wait for bubbles to come to surface.
5.  Fill shock body to top with silicone fl uid.
6.  Place several drops of oil in the cap and        
       on cap threads.
7.   Install cap and tighten completely.
8.  Slowly compress shaft all the way to 
       the top.  If there is pressure at the top 
       of the stroke, there is too much oil.
       You must bleed it out. 
9.  Slowly pull shaft down.
10.  Unscrew the cap 3/4 turn and tilt the 
          shock at a slight angle.
11.  Slowly compress the shaft to push out 
         excess oil and air.  You should see         
         bubbles coming out from under the cap.
12.  With the shaft compressed, tighten the 
       cap and re-check for pressure at the top 
       of the stroke.  If there is still pressure, 
       repeat steps 9 thru 11.



:: :: Bag G -Bag G - Step 4 Step 4

:: :: Bag G -Bag G - Step 5 Step 5

:: :: Bag G -Bag G - Step 6 Step 6
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21689
M2 

locknut

21689
M2 

locknut

21758
Shock 

washer,
4x2mm

21758
Shock 

washer,
4x1mm

21759
Shock 

washers,
4x1mm

21775
2x14mm

BHCS

21775
2x8mm
BHCS

21759
Shock 

washers,
4x2mm

Build x2 front shocks

Build x2 rear shocks

Note:
Carefully use shock shaft 

pliers to thread 
on shock end.  

Do not scratch shock shaft!

!

21777
Front shock 

spring 
(medium - silver)

21777
Rear shock 

spring 
(medium - silver)

21759
Shock clips

21758
Shock clips

21758
Shock spring 

retainer
21759

Shock spring 
retainer

OPTIONAL
21776

Rear shock 
spring set

(soft -- green)
(hard - blue)

OPTIONAL
21776

Front shock 
spring set

(soft -- green)
(hard - blue)

Build x2 front, x2 rear shocks



:: :: Bag H -Bag H - Step 1 Step 1

:: :: Bag H -Bag H - Step 2 Step 2

:: :: Bag I / F -Bag I / F - Step 1 Step 1
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x2x2

x2x2

x2x2

x2x2

x2x2

21775
2x6mm
FHCS

21775
2x4mm
BHCS

21760
Nose tubes, 
aluminum

OPTIONAL
21772

Nose tubes, 
steel

21775
2x5mm
BHCS

21775
2x5mm
BHCS

21755
Battery cup

21755
Battery strap

Battery 
not included!

Servo Turnbuckle
14.5mm

x2x221766
Rod end

21763
Turnbuckle

22mm

Servo
not included!

Recommended 
#27175 Reedy 

micro servo

x2x2

x2x2

21775
2x5mm
BHCS

21755
Servo 
mount



:: :: Bag I -Bag I - Step 2 Step 2

:: :: Bag I -Bag I - Step 3 Step 3

:: :: Bag J -Bag J - Step 1 Step 1
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Motor
not included!

x2x2

x2x2

x2x2x2x2
21775
2x3mm
BHCS

21775
2x4mm
BHCS

21771
Pinion 

gear, 18T
4x2x0.5mm

Washer

21783
Gear 
cover

x2x221775
2x4mm
FHCS

21764
Ball stud

21775
2x10mm

BHCS

21775
1.6x10mm

BHCS21757
Servo 

saver set

Note:
Screw in until it reaches 

the bottom, then 
unscrew 2.5 turns.

Note:
Two screws are included 
for servo horn installation 
depending on what type 

of servo you have.

!

!

!

THREAD 

LOCK

#1596

Self tapping 
screws

!



:: :: Bag J -Bag J - Step 2 Step 2

:: :: Bag J -Bag J - Step 3 Step 3

:: :: Bag J -Bag J - Step 4 Step 4
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x4x4

x4x4

x2x2

21753
Front 

wheels

21775
2x4mm
BHCS

21768
Protech 

body, 
clear

21755
Head 
lights

21774
Bearing

5x2x2.3mm

21689
M2 locknut

21755
Knock off 
wheel nut

x2x26727
Servo tape

21754
Front tires

21754
Rear tires

Build x2 front Build x2 rear

Build x4 head lights

21753
Rear 

wheels

x3x3x3x3 21775
2x4mm
BHCS

21775
2x4mm
BHCS

21689
M2 locknut

21755
Knock off 
wheel nut

ESC and 
Receiver

not included!

Note:
You can install the 

locknuts, or the 
knock offs.

!



:: :: Bag J -Bag J - Step 5 Step 5

:: :: Bag J -Bag J - Step 6 Step 6

:: :: Bag J -Bag J - Step 7 Step 7
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x2x221775
2x2mm

Set Screw

21768
Wing, 
clear

x2x221755
Wing 

mounts

21779
Wing 
wire

21768
Driver, 
clear

x2x221422
Mini 

body clip
Note:

Use tape to hold the driver 
fi gure in place inside the 
body, after they are both 

painted and dry.

!



:: :: Painting TipsPainting Tips

:: :: NotesNotes
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Painting:
Your Kit requires a clear polycarbonate body, driver figure, and wing.  You will need to prep these pieces before you can paint them.  
Wash the INSIDE thoroughly with warm water and liquid detergent (do not use any detergents with scents or added hand lotion 
ingredients!). Dry the body using a clean, soft, lint-free cloth.  Use the supplied window masks to cover the windows from the INSIDE of the 
body (RC bodies get painted on the inside).  Using high quality masking tape, apply tape to the inside of the body to create a design. Spray 
(use either rattle can or airbrush) the paint on the inside of the body  (preferably dark colors first, lighter colors last).  NOTE: ONLY use paint 
that is recommended for (polycarbonate) plastics.  If you do not, you can destroy the body!  After the paint has completely dried 
(usually after 24 hours), cut the body along the trim lines. Make sure to drill or use a body reamer to make the holes for the antenna if 
needed!  Use hook and loop tape to secure the body to the side rails of the vehicle.




